Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product Raglon 611112 52512 |Difference | 6/3111 | Percent | gqq | Percent | g0 | er3qq | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 15,468 15,169 299 15,112 24 15,187 1.9 15,167 14,788 2.6
East Coast (PADD 1) 985 923 62 1,136 -13.3 1,250 -21.2 932 1,153 -19.2
Midwest (PADD 2) ... 3,407 3,496 -88 3,286 3.7 3,396 0.3 3,451 3,318 4.0
Gulf Coast (PADD 3) ... 7,986 7,661 326 7,667 4.2 7,646 4.4 7,818 7,489 4.4
Rocky Mountain (PADD 4) . 570 558 12 573 -0.5 545 4.7 535 545 -1.7
West Coast (PADD 5) . 2,519 2,532 -13 2,449 2.8 2,349 7.2 2,432 2,282 6.6
Gross Inputs ............... 15,675 15,424 250 15,438 1.5 15,660 0.1 15,408 15,162 1.6
East Coast (PADD 1) 988 926 62 1,122 -12.0 1,252 -2141 934 1,150 -18.8
Midwest (PADD 2) ... 3,396 3,471 -75 3,315 24 3,440 -1.3 3,454 3,333 3.6
Gulf Coast (PADD 3) ... 8,097 7,823 274 7,795 3.9 7,928 21 7,935 7,656 3.6
Rocky Mountain (PADD 4) . 579 563 17 574 0.9 552 5.0 541 547 -1.1
West Coast (PADD 5) . 2,615 2,642 -26 2,631 -0.6 2,488 ©.1 2,544 2,476 2.8
Operable Capacity1 17,230 17,312 -82 17,698 -2.6 17,584 -2.0 17,292 17,698 -2.3
East Coast (PADD 1) 1,188 1,188 0 1,580 -24.8 - - 1,188 1,580 -24.8
Midwest (PADD 2) ... 3,665 3,663 2 3,721 -1.5 - - 3,664 3,721 -1.5
Gulf Coast (PADD 3) ... 8,725 8,725 0 8,646 0.9 - - 8,725 8,646 0.9
Rocky Mountain (PADD 4) . 624 623 1 624 0.0 - - 623 624 -0.1
West Coast (PADD 5) . 3,028 3,113 -85 3,128 -3.2 - - 3,092 3,128 -1.2
Percent Utilization? .... 91.0 89.1 1.9 87.2 —-— 89.1 -— 89.1 85.7 —-—
East Coast (PADD 1) 83.1 77.9 5.2 71.0 -= - -— 78.6 72.8 -=
Midwest (PADD 2) ... 92.7 94.8 -2.1 89.1 - - - 94.3 89.6 -—
Gulf Coast (PADD 3) ... 92.8 89.7 3.1 90.2 —-— - - 91.0 88.6 -=
Rocky Mountain (PADD 4) . 92.8 90.3 25 92.0 —— — —— 86.8 87.7 ——
West Coast (PADD 5) 86.4 84.9 1.5 84.1 - - -—= 82.3 79.1 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..................cccccocoveu..... 9,056 9,153 -97 9,446 -4.1 9,223 -1.8 9,063 9,317 -2.7
Finished Motor Gasoline (less Adjustment)* 8,825 9,023 -198 9,194 -4.0 9,037 -2.3 8,936 9,320 4.1
East Coast (PADD 1) .... . 2,858 3,008 -150 2,925 -2.3 2,642 8.2 2,958 2,997 -1.3
Midwest (PADD 2) ..... 2,186 2,206 -20 2,090 4.6 2,173 0.6 2,221 2,201 0.9
Gulf Coast (PADD 3) .. 1,979 1,994 -15 2,326 -14.9 2,463 -19.6 1,936 2,312 -16.3
Rocky Mountain (PADD 4) 303 262 41 336 -9.9 327 -7.2 279 292 -4.6
West Coast (PADD 5) ... 1,498 1,554 -55 1,516 -1.2 1,432 4.6 1,542 1,518 1.6
Reformulated? ... 2,926 3,117 -191 2,907 0.7 2,908 0.6 3,034 3,010 0.8
Conventional4 . 5,899 5,906 -8 6,287 -6.2 6,129 -3.8 5,901 6,310 -6.5
Adjustment5 231 130 101 252 -— - -— 127 -3 -=
Kerosene-Type Jet Fue 1,606 1,473 133 1,511 6.3 1,391 15.4 1,467 1,456 0.7
East Coast (PADD 1) .. 41 50 -8 93 -55.6 70 -40.9 48 102 -53.1
Midwest (PADD 2) .. 222 241 -19 218 1.8 216 29 231 235 -1.7
Gulf Coast (PADD 3) ... 868 778 90 759 14.3 721 20.3 788 713 10.4
Rocky Mountain (PADD 26 28 -2 33 -19.3 27 -3.7 25 27 -6.9
West Coast (PADD 5) ... 448 376 72 408 9.7 357 25.6 375 379 -1.0
Distillate Fuel Oil ........... 4,671 4,613 58 4,434 5.3 4,379 6.7 4,572 4,241 7.8
East Coast (PADD 1) .. 331 325 6 321 3.1 421 -21.4 322 366 -12.0
Midwest (PADD 2) .. 1,005 970 34 945 6.3 1,026 -2.0 1,004 872 15.1
Gulf Coast (PADD 3) ... 2,608 2,634 -26 2,480 5.1 2,200 18.5 2,590 2,343 10.5
Rocky Mountain (PADD 4) 174 186 -12 189 -7.8 175 -0.4 172 190 -9.5
West Coast (PADD 5) . 553 498 55 499 10.9 557 -0.8 484 469 3.2
15 ppm sulfur and Under . 4,163 4,137 26 3,939 57 3,673 13.3 4,082 3,764 8.4
> 15 ppm to 500 ppm sulfur 149 121 28 231 -35.3 446 -66.5 131 209 -37.3
> 500 ppm sulfur .... 358 355 4 263 36.0 260 37.7 359 267 34.2
Residual Fuel Oil . 540 513 27 507 6.5 554 -25 508 536 -5.2
East Coast (PA ) . 42 30 12 62 -32.9 79 -47.2 36 64 -44.2
Midwest (PADD 2) .. 58 55 2 29 98.0 53 9.7 49 35 39.8
Gulf Coast (PADD 3) ... 313 307 6 261 19.8 279 12.2 300 279 7.3
Rocky Mountain (PADD 4) 12 11 1 12 0.8 10 258 12 11 11.0
West Coast (PADD 5) .... 116 110 5 143 -18.9 134 -13.8 112 147 -23.7
Propane/Propylene® ..... 1,238 1,206 33 1,147 8.0 1,101 12.5 1,200 1,072 11.9
East Coast (PADD 1) .. 70 74 -4 48 454 42 68.4 71 47 50.8
Midwest (PADD 2) .. 290 290 0 268 8.5 263 10.2 286 266 7.3
Gulf Coast (PADD 3) 763 722 40 762 0.0 754 1.1 730 703 3.8
PADDs 4 and 5 115 119 -3 69 67.1 42 177.2 113 56 102.2
Ethanol Plant Production

Fuel Ethanol 904 902 2 915 -1.2 - - 907 906 0.1
East Coast (PADD 1) .. W w W W W w w W w W
Midwest (PADD 2) .. 830 834 -3 850 -2.3 - - 836 841 -0.7
Gulf Coast (PADD 3) ... w W w w w w W w w w
Rocky Mountain (PADD 4) w w w w w w w w w w
West Coast (PADD 5) w w w w w w W w w w

= Not Applicable.

~ = Data Not Available.
V¥ = Data Withheld.

2

Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
8 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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